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Community Participation

You are invited to participate in our public forum and voice your concerns about your drinking water. Our regularly 
scheduled meetings are held twice a month. Meeting schedules and times are posted with the Town Clerk who can be 

reached at (508) 285-0230, or contact the Norton Water and Sewer Department directly at (508) 285-0280.

Lead in Home Plumbing

If present, elevated levels of lead can cause serious 
health problems, especially for pregnant women and 

young children. Lead in drinking water is primarily from 
materials and components associated with service lines 
and home plumbing. We are responsible for providing 
high-quality drinking water, but we cannot control the 
variety of materials used in plumbing components. 
When your water has been sitting for several hours, you 
can minimize the potential for lead exposure by flushing 
your tap for 30 seconds to 2 minutes before using water 
for drinking or cooking. If you are concerned about 
lead in your water, you may wish to have your water 
tested. Information on lead in drinking water, testing 
methods, and steps you can take to minimize exposure 
is available from the Safe Drinking Water Hotline or at 
www.epa.gov/safewater/lead.

Important Health Information

Some people may be more vulnerable to contaminants 
in drinking water than the general population. 

Immunocompromised persons such as persons with 
cancer undergoing chemotherapy, persons who have 
undergone organ transplants, people with HIV/AIDS 
or other immune system disorders, some elderly, and 
infants may be particularly at risk from infections. 
These people should seek advice about drinking water 
from their health care providers. The U.S. EPA/CDC 
(Centers for Disease Control and Prevention) guidelines 
on appropriate means to lessen the risk of infection by 
Cryptosporidium and other microbial contaminants 
are available from the Safe Drinking Water Hotline at 
(800) 426-4791 or http://water.epa.gov/drink/hotline.

There When You Need Us

We are once again proud to present our annual water quality report covering all testing performed between January 
1 and December 31, 2013. Over the years, we have dedicated ourselves to producing drinking water that meets all 

state and federal standards. As new challenges to drinking water safety emerge, we remain vigilant in meeting the goals 
of source water protection, water conservation, and community education.

Please remember that we are available to assist you should you ever have any questions about your water service.

Source Water Assessment and Protection

The Source Water Assessment and Protection (SWAP) program, established under the federal Safe Drinking Water 
Act, requires every state to inventory land uses within the recharge areas of all public water supply sources; to assess 

the susceptibility of drinking water sources to contamination from these land uses; and to publicize the results to provide 
support for improved protection.

A susceptibility ranking of high was assigned to this system using the information collected during the assessment by the 
Department of Environmental Protection (DEP). The complete SWAP report is available at the Norton Water and Sewer 
Department or online at www.mass.gov/dep/water/drinking/4218000.pdf. For more information, contact Bernard E. 
Marshall, Superintendent, at (508) 285-0282.



QUESTIONS?
For more information about this report, or 
for any questions relating to your drinking 
water, please call Bernard E. Marshall, 
Superintendent, at (508) 285-0282.

Benefits of Chlorination

Disinfection, a chemical process used to control 
disease-causing microorganisms by killing 

or inactivating them, is unquestionably the most 
important step in drinking water treatment. By far, 
the most common method of disinfection in North 
America is chlorination.
Before communities began routinely treating 
drinking water with chlorine (starting with Chicago 
and Jersey City in 1908), cholera, typhoid fever, 
dysentery, and hepatitis A killed thousands of U.S. 
residents annually. Drinking water chlorination and 
filtration have helped to virtually eliminate these 
diseases in the U.S. Significant strides in public 
health are directly linked to the adoption of drinking 
water chlorination. In fact, the filtration of drinking 
water plus the use of chlorine is probably the most 
significant public health advancement in human 
history.
How chlorination works:
Potent Germicide Reduction in the level of many 
disease-causing microorganisms in drinking water to 
almost immeasurable levels.
Taste and Odor Reduction of many disagreeable 
tastes and odors like foul-smelling algae secretions, 
sulfides, and odors from decaying vegetation.
Biological Growth Elimination of slime bacteria, 
molds, and algae that commonly grow in water 
supply reservoirs, on the walls of water mains, and 
in storage tanks.
Chemical Removal of hydrogen sulfide (which has 
a rotten egg odor), ammonia, and other nitrogenous 
compounds that have unpleasant tastes and hinder 
disinfection. It also helps to remove iron and 
manganese from raw water.

Where Does My Water Come From?

The Town of Norton’s drinking water supply is groundwater that comes from the Canoe River Aquifer, located 
within the Taunton River Basin. The groundwater supply is not exposed to air and is not subject to direct pollution 

and contamination, unlike a river or reservoir (surface water). In fact, groundwater is the highest-quality water available 
to meet the public health demand of water intended for human consumption. Demand for good drinking water is high; 
we provided approximately 1.2 million gallons of drinking water each day during 2013.
Our distribution system consists of five gravel-packed wells located on Pine, Plain, and Newland Streets; four storage 
facilities that store a combined amount of 5.85 million gallons of water (state regulations require a one day minimum 
of water storage supply), and approximately 150 miles of water main. The wells are located within our Water Resource 
Protection District, an essential tool for protecting our water source. The Town established and accepted our district 
and our bylaws in 1980; they have since been incorporated into the Town’s Zoning By-Laws.

Water Main Flushing

The water entering distribution mains is of very high 
quality; however, water quality can deteriorate in 

areas of the distribution mains over time. Water main 
flushing is the process of cleaning the interior of water 
distribution mains by sending a rapid flow of water 
through the mains.

Flushing maintains water quality in several ways. For 
example, flushing removes sediments like iron and 
manganese. Although iron and manganese do not 
themselves pose health concerns, they can affect the taste, 
clarity, and color of the water. Additionally, sediments can 
shield microorganisms from the disinfecting power of 
chlorine, contributing to the growth of microorganisms 
within distribution mains. Flushing helps remove stale 
water and ensures the presence of fresh water with 
sufficient dissolved oxygen and disinfectant levels, and 
an acceptable taste and smell.
During flushing operations in your neighborhood, 
some short-term deterioration of water quality, though 
uncommon, is possible. You should avoid tap water for 
household uses at such times. If you do use the tap, 
allow your cold water to run for a few minutes at full 
velocity before use, and avoid using hot water, to prevent 
sediment accumulation in your hot water tank.
Please contact us if you have any questions or concerns.



How Is My Water Treated and Purified?
Primary Disinfection with Chlorine
All reservoirs and some ground water sources contain numerous 
microorganisms, some of which can cause people to be sick. To 
eliminate disease-carrying organisms, it is necessary to disinfect 
the water.
Disinfection does not sterilize the water, but it does destroy 
harmful organisms. Sterilization kills all microorganisms, even 
though most are not harmful, and is too costly to use on a 
routine basis. The Norton Water Department uses sodium 
hypochlorite as its primary disinfectant. Chlorine destroys 
organisms by penetrating cell walls and reacting with enzymes. 
Disinfection with chlorine has been proven effective at ensuring 
that water is free of harmful organisms and safe to drink.
Corrosion Control through pH Adjustment
Many drinking water sources in New England are naturally 
corrosive (i.e., they have a pH of less than 7.0). So the water 
they supply has a tendency to corrode and dissolve the metal 
piping it flows through. This not only damages pipes but can 
also add harmful metals, such as lead and copper, to the water. 
For these reasons, it is beneficial to add chemicals that make the 
water neutral or slightly alkaline.
This is done by adding any one, or a combination of several, 
approved chemicals. The Norton Water Department adds 
potassium hydroxide to its water to adjust the water to a 
noncorrosive pH. Testing throughout the water system has 
shown that this treatment has been effective at reducing lead 
and copper concentrations.
Sequestration for Iron and Manganese
Iron and manganese are often present in groundwater at levels 
that can discolor the water or cause it to take on unpleasant 
odors or tastes. Even though the water may still be safe to drink, 
treatment is often desirable.
Our treatment consists of adding AquaMag, a blended 
polyphosphate, to the water. This results in a chemical reaction, 
known as sequestration, which prevents the iron and manganese 
from forming nuisance particles.

Substances That Could Be in Water

To ensure that tap water is safe to drink, 
the Department of Environmental Protection 

(MassDEP) and the U.S. Environmental Protection 
Agency (U.S. EPA) prescribe regulations limiting 
the amount of certain contaminants in water 
provided by public water systems. The Food and 
Drug Administration (FDA) and Massachusetts 
Department of Public Health (DPH) regulations 
establish limits for contaminants in bottled water 
that must provide the same protection for public 
health. Drinking water, including bottled water, 
may reasonably be expected to contain at least small 
amounts of some contaminants. The presence of 
these contaminants does not necessarily indicate 
that the water poses a health risk.
The sources of drinking water (both tap water and 
bottled water) include rivers, lakes, streams, ponds, 
reservoirs, springs, and wells. As water travels over 
the surface of the land or through the ground, 
it dissolves naturally occurring minerals and, in 
some cases, radioactive material, and can pick up 
substances resulting from the presence of animals 
or from human activity. Substances that may be 
present in source water include:
Microbial Contaminants, such as viruses and 
bacteria, which may come from sewage treatment 
plants, septic systems, agricultural livestock 
operations, or wildlife;
Inorganic Contaminants, such as salts and 
metals, which can be naturally occurring or may 
result from urban stormwater runoff, industrial 
or domestic wastewater discharges, oil and gas 
production, mining, or farming;
Pesticides and Herbicides, which may come 
from a variety of sources such as agriculture, urban 
stormwater runoff, and residential uses;
Organic Chemical Contaminants, including 
synthetic and volatile organic chemicals, which are 
by-products of industrial processes and petroleum 
production and which may also come from gas 
stations, urban stormwater runoff, and septic 
systems;
Radioactive Contaminants, which can be 
naturally occurring or may be the result of oil and 
gas production and mining activities.
More information about contaminants and 
potential health effects can be obtained by calling 
the U.S. EPA’s Safe Drinking Water Hotline at 
(800) 426-4791.

About Our Violation

Five samples in July were reported positive for Coliform 
bacteria. MassDEP was notified, and a corrective action 

plan was initiated. Coliforms are bacteria that are naturally 
present in the environment and are used as an indicator that 
other, potentially harmful bacteria may be present. Coliforms 
were found in more samples than allowed, and this was a 
warning of potential problems. We were asked to increase 
our chlorine dosage, and flush the area of concern. Follow-up 
samples came back negative.



Sampling Results

During the past year, we have taken hundreds of water samples in order to determine the presence of any radioactive, biological, inorganic, volatile organic, or synthetic organic 
contaminants. The tables below show only those contaminants that were detected in the water. The state requires us to monitor for certain substances less often than once per year 

because the concentrations of these substances do not change frequently. In these cases, the most recent sample data are included, along with the year in which the sample was taken.

We participated in the 3rd stage of the EPA’s Unregulated Contaminant Monitoring Regulation (UCMR3) program by performing additional tests on our drinking water. UCMR3 
benefits the environment and public health by providing the EPA with data on the occurrence of contaminants suspected to be in drinking water, in order to determine if the EPA needs 
to introduce new regulatory standards to improve drinking water quality.

REGULATED SUBSTANCES

SUBSTANCE
(UNIT OF MEASURE)

YEAR
SAMPLED

MCL
[MRDL]

MCLG
[MRDLG]

AMOUNT
DETECTED

RANGE
LOW-HIGH VIOLATION TYPICAL SOURCE

Haloacetic Acids [HAAs]–Stage 2 (ppb) 2013 60 NA 7.43 ND–17.9 No By-product of drinking water disinfection
Nitrate (ppm) 2013 10 10 1.87 0.13–2.23 No Runoff from fertilizer use; Leaching from septic tanks, sewage; Erosion of natural deposits
Perchlorate (ppb) 2013 2 NA 0.16 ND–0.16 No Inorganic chemicals used as oxidizers in solid propellants for rockets, missiles, 

fireworks, and explosives
TTHMs [Total Trihalomethanes]–Stage 2 (ppb) 2013 80 NA 46.4 ND–75.7 No By-product of drinking water disinfection
Total Coliform Bacteria (# positive samples) 2013 1 monthly sample 0 5 NA Yes Naturally present in the environment

Tap water samples were collected for lead and copper analyses from sample sites throughout the community
SUBSTANCE (UNIT OF MEASURE) YEAR SAMPLED AL MCLG AMOUNT DETECTED (90TH%TILE) SITES ABOVE AL/TOTAL SITES VIOLATION TYPICAL SOURCE

Copper (ppm) 2013 1.3 1.3 0.980 0/30 No Corrosion of household plumbing systems; Erosion of natural deposits

Lead (ppb) 2013 15 0 6 0/30 No Corrosion of household plumbing systems; Erosion of natural deposits

SECONDARY SUBSTANCES

SUBSTANCE (UNIT OF MEASURE) YEAR SAMPLED SMCL MCLG AMOUNT DETECTED RANGE LOW-HIGH VIOLATION TYPICAL SOURCE

Manganese1 (ppb) 2012 50 NA 320 48–320 No Leaching from natural deposits

1  Manganese is a naturally occurring mineral found in 
rocks, soil, groundwater, and surface water. Manganese 
is necessary for proper nutrition and is part of a healthy 
diet, but can have undesirable effects on certain 
sensitive populations at elevated concentrations. The 
U.S. EPA and MassDEP have set an aesthetics-based 
Secondary Maximum Contaminant Level (SMCL) for 
manganese of 50 ppb. In addition, the EPA and MassDEP 
have also established public health advisory levels. 
Drinking water may naturally have manganese and, 
when concentrations are greater than 50 ppb, the water 
may be discolored and taste bad. Over a lifetime, the EPA 
recommends that people drink water with manganese 
levels less than 300 ppb, and over the short term, the 
EPA recommends that people limit their consumption 
of water with levels over 1,000 ppb, primarily due to 
concerns about possible neurological effects. Children 
up to 1 year of age should not be given water with 
manganese concentrations over 300 ppb, nor should 
formula for infants be made with that water for longer 
than 10 days. See www.epa.gov/safewater/ccl/pdfs/
reg_determine1/support_cc1_magnese_dwreport.pdf.

Definitions
90th Percentile: Out of every 10 homes sampled, 9 were at or 
below this level.
AL (Action Level): The concentration of a contaminant which, 
if exceeded, triggers treatment or other requirements that a water 
system must follow.
MCL (Maximum Contaminant Level): The highest level of a 
contaminant that is allowed in drinking water. MCLs are set as 
close to the MCLGs as feasible using the best available treatment 
technology. Secondary MCLs (SMCLs) are established to regulate 
the aesthetics of drinking water (i.e., taste and odor).
MCLG (Maximum Contaminant Level Goal): The level of a 
contaminant in drinking water below which there is no known or 
expected risk to health. MCLGs allow for a margin of safety.

MRDL (Maximum Residual Disinfectant Level): The highest 
level of a disinfectant allowed in drinking water. There is convincing 
evidence that addition of a disinfectant is necessary for control of 
microbial contaminants.
MRDLG (Maximum Residual Disinfectant Level Goal): The level 
of a drinking water disinfectant below which there is no known or 
expected risk to health. MRDLGs do not reflect the benefits of the 
use of disinfectants to control microbial contaminants.
NA: Not applicable
ND (Not detected): Indicates that the substance was not found by 
laboratory analysis.
ppb (parts per billion): One part substance per billion parts water 
(or micrograms per liter).
ppm (parts per million): One part substance per million parts 
water (or milligrams per liter).


